
Handrail - size 7
Upright - size 8

26-840C

518-7

Ø 
4.8mm
RIVETS

554-7

DOUBLE OR 
SINGLE OFFSET 
DESIGN

520-7

SIZE '7'
(Ø 42.4)
RAIL

515 - 7 INCLUDES
1 X SOCKETS HEAD SCREWS
2 X SET SCREW

518-7

SET SCREWS

Ø 4.8 RIVETS

1.2M

10-840C

514-7

567-7 80mm

SIZE '8'
(Ø 48.3)
UPRIGHT

10-848

CAN BE FINISHED 
IN ALTERNATIVE 

ENDINGS

Kee Klamp Access Components

Type
10-840C

Type
10-848

Type
A10-748

Type
A10-848

Type
26-840

Type
26-840C

Single Handrail Socket 
Capped  

10-840C
 

Single Handrail Socket  
  

10-848
 

Add-on Single Handrail 
Socket  

A10-748
 

Add-on Single Handrail 
Socket  

A10-848

Twin Handrail Socket  
  

26-840

Twin Handrail Socket 
Capped 

26-840C

Type
508-7

Type
514-7

Type
515-7

Gap Washer (Optional)  
  

508-7
 

Internal Coupling  
  

514-7
 

Split Elbow (90°)  
  

515-7
 

Type
567-7

Type
575-7

Type
580-7

End Post Handrail Return
  

567-7

Upright Mounted Handrail 
Joiner  

575-7
 

Wall Mounted Handrail 
Joiner  

580-7
 

Type
570-7

Wall Mounted Handrail 
Bracket  

570-7
 

Type
520-7

Type
554-7

Type
555-8

Type
561-7

Solid Elbow (90°)  
  

520-7
 

Variable Angle 
  

554-7

Top Fix Rail Bracket
 

555-8

Wall Flange 
  

561-7
 

Type
565-7

Wall Mounted End Return  
  

565-7
 

Type
518-7

Handrail Bracket
  

518-7
 

Type
84-848

Upright Top Cap  
  

84-848
 

Components for DDA Compliant Handrail Solutions 

• Meets the requirements of the Equality Act 2010, the Building Regs, Part M and BS 8300
• Cast iron – BS EN 1562 /1563
• Hot dip galvanised – BS EN 1461
• Can be supplied polyester powder-coated
• Uses standard steel tube sizes – ISO 65 and BS EN 10255

Basic Assembly


